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NANJING CHINA ELECTRONICS PANDA CRYSTAL TECHNOLOGY CORPORATION

UM-5 Crystal

ePart Number Guide
T-M-FF.FFFM-LC-FTFS-OT-ESR-B-G-S

T (TypeB!S) :B=UM-5 Crystal, 2 Leads.
B2=UM-5 Crystal, 3 Leads.

M (Mode of Operationiki%#%3t) :F=Fundamental T=Third Overtone, etc

F (Frequency#=#R35ZR) :Normal — 5 digitals of Frequency, e.g. 12.000M

LC(Load Capacitancefa#HE %) :20=20pf 00=series, etc
FT (Frequency Tolerancei@#4iE) :30=1230 ppm, etc
FS (Frequency Stability/BESiE) :50=150 ppm, etc
OT (Operating Temperature TYEIRE) :1060=—10°C to +60°C 4085=-40°C to +85°C, etc
ESR (Equivalent Series ResistanceZ3{[RT)
B(Bulk Pack#fl%) OR TR(Tape and Reelfis)

G(Gul | Wing3#s2)

S(Special Requirement4FFREK)

eElectrical Specifications RS &%

Item INH

Frequency Range

LIE S

Spec #iE

12. 8MHz~74. 125MHz

Operating Temperature

—-20~70°C, -40~85C

Special — All digitals of Frequency, e.g. 13.225625M

Condition &

For furtherquestions regarding
specifications, please feel
free to contact us.

*F BRI, 1BH R

Frequency Tolerance

+30ppm Standard
(*£10~=%50ppm Available)

Frequency Stability

=+ 15ppm@-20~70°C

FHHAR (Q)

REESE +30ppme-40~85°C
Aging
#E 5ppm
Storag&é@g&rature e e
12. 8MHz <F0<<20MHz 30Q
20MHz <FO<45MHz 25Q
ESR

45MHz <FO<<74. 125MHz

(Third overtone) oS

TERE
Drive Level It is recommended to use
F 100 pw max 1pw~100 uw
e HEF1 uw~100 uw
Load Capacitance
B 7pF~oo

For furtherquestions regarding
specifications, please feel
free to contact us.

T BHIRERHNE, B R

~~ o~

Pb RoHS Compliant
Free Directive 2002/95/EC

eMechanical Dimensions &R~}
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